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e (Creation of open plan flexible internal unit through the removal of later addition

internal partitions.

SN

HOUS

e Retention & refurbishment of existing staircase.

e (Opening up of part of later additional mezzanine floor to create double-height.
entrance space so the original volume of the Turbine House can e appreciated.

e |ower cllls on existing windows to provide better connection with external space.

Lower cills to existing
windows along elevation
to form external access

Notional Seating Area

Retain and refurbish eeeeecsccccceecss .

existing stair & balustrade
where possible

Later addition walls
to be removed.

UnitEnt P

Lower section (2 no. panes) of existing
windows to be removed and cills
+ lowered to form external access.

3-5 no. steps /
ramped access
required due to
600mm raised level
externally.
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Remove existing later
addition walls and

floor above to form
double height space
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GRD FLOOR AREA
APPROX - 115m2
(1237m2)

TOTAL FLOOR AREA -
265m2 (2851ft2)

Floor above cut back
to extg beam line to
form double height

space

Central stair to
be removed

i Existing
Switchroom

APPROX AREA - 33m2
(355m2)
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Switchroom to be
retained to serve
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Retain and refurbish
..... existing stair & balustrade
: where possible
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Central stair to

be removed
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Remove existing later
addition walls and
floor above to form
double height space

Floor above cut back
to existing beam line

Later addition walls

to be removed.

Rear window
to be
obscured

to protect
residents
outlook from
East Mill
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Internal floor level | [ |
\_ 3-5 no. steps/ raghped access

Potential for external levels to required intefnally to ferm
be altered to form 3-5 no. access to extgrnal seating area
steps / ramped access down to
proposed frontage / internal
floor level

REAL ESTATE
MANAGEMENT

Lower section (2 no. panes) of
extg windows to be removed
and cills dropped to form
external access. Extg brickwork
and stonework detailing to be
adapted.
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